NOTES:
CONCRETE PAVEMENT
1. 4" (RESIDENTIAL), 6" (COMMERCIAL) - REINFORCED WITH 6x6 -.56 WIRE FABRIC SHALL BE CONSTRUCTED.
2. PROVIDE CONSTRUCTION JOINTS AT EDGE PAVEMENT AND PROPERTY LINE.
3. THE MINIMUM WIDTH (W) AT THE EDGE OF PAVEMENT FOR ANY WIDTH OF DRIVEWAY SHALL BE NOT LESS THAN 24 FEET NOR MORE THAN 40 FEET.
4. DRIVEWAY APPROACH SHALL BE LOCATED NOT LESS THAN 15 FEET FROM THE EDGE OF ANY TURNING RADIUS.

ASPHALT CONCRETE PAVEMENT
1. THE STRUCTURAL SECTON SHALL CONSIST OF 2" A.C. WITH 4" BASE COURSE.
1. For new subdivisions, provide centerline roadway stationing to the centerline of the driveway (applicable to Std. Det. R-7).

2. This detail is for guidance only. A design detail may be required for each specific site. The detail must comply with the requirements shown.

3. The finished surface of aprons shall be broom finished perpendicular to curb line.

4. The longitudinal and transverse contract joints are shown for guidance only. Joints shall be constructed in accordance with engineering and policy memorandum no. CEB-1-09.